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ABSTRACT: Light−matter interactions at the nanoscale are fundamental to the rapidly
developing ﬁelds of plasmonics and nanophotonics. These ﬁelds hold the promise of advancing
both the speed of computers along with communications and may also provide methods to
create a new generation of ultrasensitive molecular biosensors. While there are a variety of
techniques that can provide static images of these devices with suboptical wavelength precision
there are only a few that are capable of capturing the ultrafast dynamics of electromagnetic
ﬁelds interacting with or produced by nanomaterials. In this Perspective, we aim to introduce
the reader to the newly developed ﬁeld of 4D ultrafast electron microscopy (4D UEM), which
provides a unique window into ultrafast dynamics at the nanoscale. We will describe the basic
technique and how internal structural, bulk electronic, and surface near-ﬁeld dynamics can all
be obtained with nanometer and femtosecond resolutions. In addition, we will discuss how a
variety of diﬀerent ultrafast electron microscopes have been used to map the evolution of
photonics-related phenomena. Throughout, we discuss the direction of research that will help
advance the understanding of light−matter interactions near the atomic scale in both space and time.
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Recent advancements in the ﬁeld of 4D UEM1 have shownthat a variety of phenomena2,3 can be observed with
femtosecond and nanometer resolutions, including the ability
to follow bulk electronics in materials and near-ﬁelds of laser
excited surfaces around nanoobjects. The diverse set of ultrafast
electron microscopes that have been developed provide for
future investigations of these phenomena, which relate to
photonics and plasmonics and the ultrafast behavior of
nanooptical eﬀects.4 Two commonly used instruments to
obtain static images for the characterization of plasmonic and
nanophotonic devices are the scanning electron microscope
and the transmission electron microscope. Introducing the
fourth dimension (time) to these microscopes so that they can
capture ultrafast dynamics has the potential to unravel the
mechanism of not only structural dynamics in materials, but
also the dynamics of optical ﬁelds coupling with matter on the
nanometer scale.
With the promise of plasmonics5 to enhance future
computers and create a better generation of molecular sensors,
new techniques must be developed that image these next
generation devices and are also capable of following their
ultrafast dynamical behavior, on the time and spatial scales of
the phenomena. At the heart of each plasmonic device is the
interaction between the electrons in and on the surface of the
material and the electromagnetic wave incident on it. On the
nanoscale, these two cannot be decoupled and imaging each is
necessary to better understand how they are coupled and
evolve in ever more complicated structures. The ultimate goal
for imaging plasmon dynamics in UEM is to be able to follow
the bulk electronic and surface near-ﬁelds with a temporal
resolution near a few femtoseconds, which is the natural time
scale for electrons oscillating in a visible optical ﬁeld.
■ DEFINITIONS AND MISNOMERS
Introducing temporal resolution to electron microscopy allows
for fast and ultrafast imaging of nanoscale dynamics. For fast
processes, which include those that can be followed using
nanosecond lasers, dynamics can be obtained with nanosecond
to microsecond temporal resolutions (to avoid deﬁnitional
confusion that has cropped up in the literature,6 we will refer to
this regime as high speed imaging). Ultrafast has typically been
deﬁned in the laser community as picosecond and faster;7 this
deﬁnition persisted for decades, and we adopt such deﬁnition
when discussing ultrafast electron microscopy. While high
speed electron microscopy techniques are very useful for
imaging irreversible structural and material changes,8 they are
not capable of following most electronic processes which have
much faster dynamics. Single-pulse electron imaging is also
relatively limited in its ability to spatially resolve structures, due
to Coulomb repulsion in the imaging electron pulse and is
limited to 10−100 s of nanometers resolution.8 This is in
contrast to ultrafast electron microscopy techniques employing
single-electron imaging, which can reach atomic-scale reso-
lution.9 The boundaries between these diﬀerent spatiotemporal
electron imaging regimes is depicted in Figure 1.
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■ 4D ULTRAFAST ELECTRON MICROSCOPY
TECHNIQUES
There are several techniques that fall under the envelope of 4D
ultrafast electron microscopy. While some are capable of single-
shot imaging,2 the majority invoke the concept of single-
electron imaging1 to capture ultrafast dynamics. In fact, since
the development of electron microscopes in the 1930s by
Ruska and Knoll, it is this concept that made it possible to
increase the temporal resolution by 10 orders of magnitude,
while maintaining the atomic-scale spatial resolution. In UEM,
one optical pulse is used to generate an electron packet and
another to initiate the change in the material through optical
excitation(s) or by a T-jump. It is the time delay between the
electron packet and optical pulse excitation that determines the
time scale of the microscope (see Figure 2); the detector
response time becomes irrelevant.
The principle behind single-electron imaging is that by
allowing only one electron to be emitted from the photo-
cathode at a time there are no electron−electron interactions
(space charge eﬀects) in the probing beam that could degrade
the coherence and imaging capability of the microscope. In
photonic or electronic devices, nearly all dynamical processes
are repetitive and do not involve the destruction of the object
being probed making single-electron stroboscopic imaging
perfectly suited to capture the dynamical processes in these
devices. With the idea of single-electron imaging, essentially all
variants of transmission electron microscopes9−11 (see Figure
2), scanning electron microscopes,12 and low energy point
projection electron microscopes13−15 have been successfully
used to image ultrafast dynamics at the nanoscale.
Figure 1. 4D electron imaging. The resolution boundaries of ultrafast
imaging are compared with those achieved in conventional TEM,
limited by the speed of video camera, and, in high-speed microscopy
(HSM), deﬁned by the rectangle shown. The spatiotemporal scales of
UEM achieved to date are outlined with possible future extensions.
Figure is adapted with permission from ref 1. Copyright 2010 AAAS.
Figure 2. Conceptual design of Caltech’s UEM2. A schematic representation of optical, electric, and magnetic components are displayed. The optical
pulse train generated from the laser, in this case having a variable pulse width of 200 fs to 10 ps and a variable repetition rate of 200 kHz to 25 MHz,
is divided into two parts, after harmonic generation, and guided toward the entries of the designed hybrid electron microscope. The frequency-tripled
optical pulses are converted to the corresponding probe electron pulses at the photocathode in the hybrid FEG, whereas the other optical pump
beam excites (T-jump or electronic excitation) the specimen with a well-deﬁned time delay with respect to the probe electron beam. The probe
electron beam through the specimen can be recorded as an image (normal or ﬁltered, EFTEM), a diﬀraction pattern, or an EEL spectrum. Figure is
adapted with permission from ref 24. Copyright 2009 Elsevier.
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The 4D UEM was ﬁrst developed at the California Institute
of Technology1,2,9,10,16 and is now in many laboratories around
the world.3 With the use of single electrons, the basic
functionality of the microscope is identical to that of the
conventional microscope, allowing its operation in imaging,
diﬀraction, convergent beam and scanning transmission
(STEM) modes.2 In addition, when combined with an electron
energy loss (EEL) detector, energy spectra and energy ﬁltered
images can be obtained with nanometer and femtosecond
resolutions.
Both scanning UEM (SUEM)17 (see Figure 3) and low
energy point projection UEM13−15 (see Figure 4) employ
single-electron packets to create images. One slight diﬀerence is
that in the SUEM and low energy point projection UEM a
nanometric ﬁeld emitter12−15 (1 μm diameter or less) is used so
the laser excitation of the cathode needs to occur from the side
instead of from the front. The advantage of using the
nanometer source size to create the photoelectron packets is
that in the SUEM a much smaller scanning probe can be
attained and in the point projection UEM the high coherence
and small source size allows projection images to be recorded.
Normal contrast mechanisms, including the use of secondary
electrons and backscattered electrons, can also be used in
SUEM, which makes the microscope particularly useful for
following electronic changes in nanoscale devices.12 For low
energy point projection UEM both diﬀraction and imaging
(transmission) can be used to follow dynamics, and with the
very low energy of the electrons (∼100 eV), the microscope is
very sensitive to weak electric ﬁelds.18
These microscopes have successfully imaged laser excited
plasmonic near-ﬁelds in a variety of nanoparticles and surfaces,
followed the electronic and acoustic excitations induced
between individual layers of materials, such as graphite, and
have been used to study the wave-particle duality of a
plasmonic near ﬁeld, as discussed below.
■ CAPTURING BULK AND SURFACE ELECTRON
DYNAMICS
Understanding the movement of electrons in materials at the
nanoscale is integral to understanding how near-ﬁelds and bulk
electronic structures couple and evolve. Imaging optically
induced currents on nanometer and femtosecond time scales is
necessary to create devices which combine electronic/photonic
principles. Being able to follow bulk electron dynamics that are
internal to the nanostructures with nanometer resolution is a
Figure 3. Scanning ultrafast electron microscopy (SUEM), a conceptual schematic. (A) The interface of a femtosecond laser system to a modiﬁed
SEM. (B) A close-up view of the ﬁeld-emission region. Side-illumination of the ﬁeld emitter by fs ultraviolet pulses is used for the electron
generation. (C) A close-up view of the probe region and schematic for the pixel-by-pixel image construction. The axis of time is introduced by
adjusting the arrival time of the laser excitation pulse at the specimen relative to that of the electron probe pulse using a variable optical delay line.
Figure reproduced with permission from ref 12. Copyright 2010 National Academy of Sciences.
Figure 4. Schematic of the femtosecond photoelectron point
projection microscope. The pump beam is used to excite the sample,
while the probe beam is used to generate the pulsed electron packets
by excitation from a ﬁeld emission tip. The electron packet is then
accelerated to the sample and detected at a distance D from the source.
Figure reproduced with permission from ref 13. Copyright 2013 AIP
Publishing LLC.
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unique capability of the 4D ultrafast electron microscope.
Because the probing electrons can actually penetrate through
the material, bulk electronic dynamics can be captured; optical
techniques, such as near-ﬁeld scanning optical microscopy
(NSOM) are only able to record surface dynamics and with less
resolution. All plasmonic devices rely on this intricate dance
between the bulk electronics and the surface near-ﬁelds that
surround the nanomaterial. By following their dynamics on the
femtosecond, and ultimately attosecond time scales, our
understanding of how they evolve will greatly enhance the
understanding and capabilities of future plasmonic devices.
Following electronic dynamics can be accomplished using
SUEM, low energy UEM, and femtosecond electron energy
loss spectroscopy (FEELS).
■ SCANNING ULTRAFAST ELECTRON MICROSCOPY
A recent study17 using SUEM was able to follow the dynamics
of charge carriers in a p−n junction and was accomplished by
taking pump−probe images of a wafer containing a p−n
junction, see Figure 5. After optically exciting the p−n junction
with femtosecond laser pulses (ﬂuences on the order of ∼1 mJ/
cm2) electrons are promoted to the conduction band. The
junction ﬁeld then causes a separation of holes (h) and
electrons (e), which each drift in opposite directions. However,
the rapid transport of carriers found experimentally to occur
over tens of micrometers in ∼100 ps cannot be understood by
the drift-diﬀusion model,19 which is usually very successful in
describing charge movement in the vicinity of the junction.
Instead a model is employed which takes into account the high
initial energy of the carriers and includes their energy
dampening due to lattice phonon interactions.17 This study
found an unexpected ballistic motion of the carriers which
could only be captured with high spatial and temporal
resolution, making it a perfect example of how 4D UEM
enables the mapping of surface electron motion at the
nanoscale.
In addition to the previous study, one can imagine a number
of experiments where the SUEM technique would provide
useful and unique insight into a nanophotonic circuit. For
example, a recent paper describing a graphene-silicon hybrid
integrated circuit used a conventional SEM to investigate the
ability of a circuit to act as a local and nonlocal switch for
light.20 In their study the authors were able to follow the light-
controlled modulation with millisecond temporal resolution.
However, for photonic circuits to be useful, switching has to be
done at much higher rates, which would require greater
temporal resolution than is accessible in a conventional SEM.
By using SUEM, these same circuits could be examined, and by
following the dynamical motion of the charge carriers, it would
be possible to image how they move in real time. This
information is the key to creating photonic circuits that switch
faster, more eﬃcient and are compact.
While the secondary electrons in SUEM are sensitive to the
dynamics of surface ﬁelds, another promising technique would
be to combine SUEM with a cathodoluminescence detector.
Cathodoluminescence has already been shown to work in a
femtosecond pulsed SEM using the electron beam to excite the
plasmons.21 By installing a cathodoluminescence detector on a
Figure 5. Comparison between experiment and theory. Shown are comparisons between experimental charge density and electric potential and
those predicted by the theoretical model following transport. (A) The net theoretical charge density at +20 ps (the asymmetry of excitation is
included). The presence of long-range transport, up to tens of micrometers, is evident. The scale of the normalized density shown (−0.16 × 10−5 to
4.1 × 10−5) when multiplied by Np, which is 10
9 e−h pairs, gives the actual density. (B) The landscape calculated directly from the Coulomb
interactions between separated carriers. The dynamic potential (due to net charge localization) reaches more than 300 meV, which is of the same
order of magnitude as the junction potential (0.79 eV). This inﬂuences charge localization and carrier recombination. (C) Experimental contrast
image of the junction that mirrors charge densities in n-type and p-type after charge separation. (D) The dynamic potential map calculated directly
from the experimental data after charge separation by considering each pixel of the net electrons and holes corresponding to bright and dark contrast
and calculating the Coulomb potential. The apparent tilt in the ﬁgure is due to the inclined angle of the incident laser beam, which is about 15° with
respect to the junction. Figure reproduced with permission from ref 17. Copyright 2015 AAAS.
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SUEM, the photons emitted when optically excited plasmons
decay into photons can be captured with femtosecond
resolution. This would provide information on the surface
near-ﬁeld dynamics of plasmonic relevant devices, and when
combined with secondary electron detection in the SUEM, an
enhanced picture of the surface ﬁeld dynamics would become
possible.
■ LOW ENERGY POINT PROJECTION ULTRAFAST
ELECTRON MICROSCOPY
Besides the proven ability of the SUEM to follow carrier
dynamics, the recent development of low energy ultrafast point
projection electron microscopy is also suitable for imaging
surface near-ﬁeld dynamics. Low energy (∼100 eV) electrons
are easily deﬂected by electric ﬁelds when compared to the
higher energies (∼10−300 keV) found in conventional SEM
and TEM. While these deﬂections would normally be thought
of as detrimental to image formation, in point projection
microscopy it simply means that the microscope can image the
eﬀects of the weak electric ﬁelds. By extending this technique to
the 4D regime, optically excited transient surface ﬁelds of
nanostructures can be measured with ultrafast temporal
resolution.18
Recent studies showed that such a microscope can be used to
follow the ultrafast melting of a polymer/graphene bilayer
system. Due to the very low electron energies, graphene is the
ultimate substrate for transmission studies with this type of
device. In one method of preparation, poly(methyl meth-
acrylate) or PMMA is used to functionalize the graphene for
transfer to diﬀerent substrates. Since this PMMA is particularly
diﬃcult to remove from the graphene after transfer,22 it was an
ideal ﬁrst system to study. Using low energy UEM in diﬀraction
the ultrafast melting and then resolidiﬁcation of the PMMA on
the graphene layers was captured.14 What was found was that
the 800 nm femtosecond laser pump pulses primarily deposit
energy in the graphene, which happens within the laser pulse
duration. The energy that is absorbed by the graphene takes a
much longer time, ∼50 ps, to equilibrate its temperature with
the PMMA layer. After ∼100 ps, the PMMA loses its
crystallinity, followed by an increase in the PMMA chain
spacing and a relaxation into the amorphous structural phase.14
While this study focused more on structural dynamics, the fact
that they were able to follow dynamics with picosecond
temporal resolution using ∼500 eV electrons showed the
sensitivity of the microscope. In future experiments, this
microscope will be particularly useful in studying surface near-
ﬁeld excitations in nanoparticles.13 A more recent study showed
that the resolution of the microscope could be extended to
below ∼100 fs while achieving a 10 nm spatial resolution.15
One advantage of the low energy electron point projection
technique is the very compact distance between the ﬁeld
emission tip and the specimen being imaged. This can prevent a
primary cause of electron pulse broadening,13,23 which is
dispersion. Dispersion happens to the electron pulse because it
is made up of electrons with diﬀerent energies and, hence,
diﬀerent velocities. The energy spread is typically 1 eV for most
electron sources, which is enough to prevent pulse durations of
less than several hundred femtoseconds to be delivered to the
specimen in a UEM based on a conventional electron
microscope design. However, in the point projection UEM,
the fact that the electron source is only micrometers away from
the specimen being imaged does not allow any time for the
electron pulse to disperse. By using shorter laser pulses to
create the electron packets, it is reasonable to think that
temporal resolutions on the tens of femtoseconds or possibly
better could be achieved in these geometries.13,23 By reaching
temporal resolutions on the order of tens of femtoseconds or
less, dynamical imaging of optically induced plasmons will
become achievable with nanometer spatial resolution.
■ ENERGY SPECTROSCOPY IN 4D UEM
In femtosecond electron energy loss spectroscopy
(FEELS),24,25 the bulk electronic structure of nanoscale
materials can be followed by tracking the changes in the low
energy loss spectra. This technique works by having a laser
Figure 6. Static and femtosecond-resolved EELS of graphite. (A) UEM-obtained experimental spectrum of graphite; for comparison with the
spectrum of graphene, see ref 72. (B) Simulated spectrum for natural graphite, together with the calculated spectra obtained for expanded c-axis
structures, with the separation being twice, three times, and ﬁve times as large as the native one.73 The theoretical spectrum of graphene is also
displayed.72 (C, D) Peak intensity changes of surface (C) and bulk (D) plasmons as a function of time. Solid lines are guide to the eyes. The increase
in intensity for the bulk corresponds to a decrease in intensity for the surface plasmon (i.e., nearly out of phase). This ﬁgure is reproduced with
permission from ref 25. Copyright 2009 AAAS.
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pulse excite a nanoscale specimen, and the probing electron
pulse subsequently interacts with the specimen. By varying the
delay time between the excitation laser pulse and the probe
electron pulse and recording EEL spectra or energy ﬁltered
images at each delay point, the dynamical bulk and surface
electronic structure of the specimen can be captured. This
technique was successfully used to follow chemical bond
dynamics in a thin ﬁlm of graphite. As shown in Figure 6, the
spectra acquired at each time point in the scan is directly
related to the surface and bulk plasmons in graphite. When
examining the spectra, the intensity in the energy loss region
related to the surface plasmon decreases in ∼200 fs, while the
bulk plasmon intensity increases during the same time. This
behavior is explained by the following:25 For the ﬁrst ∼100 fs,
the electronic structure is pushed out of equilibrium due to the
photoinduced increase in the carrier temperature. For the next
∼500 fs, the electronic structure relaxes back to equilibrium
through optical phonon emission.26 The phonons primarily
cause in-plane vibrations of the graphene atoms, which enables
a diﬀerent stacking of the graphene layers and a contraction
along the c-axis in the ∼1−3 ps time scale.26 This structural
contraction (and the following oscillations in the c-axis spacing)
causes distortions in the bulk and surface electronic structure,
which can be followed in the detected EEL spectra. The
behavior of photoexcited graphite to initially contract before
expansion can only be captured with ultrafast techniques, and
this experiment utilizing FEELS to image this behavior is
directly supported by other ultrafast imaging and diﬀraction
techniques.27−29
This study using FEELS is particularly relevant for future
photonics circuits, as graphene is increasingly being used in
plasmonic-based devices,30 and as switching speeds in these
devices increase, how the electronic structure of these materials
behave on the ultrafast time scale will become increasingly
important. Other 4D UEM techniques have not only been able
to observe the electronic structural changes in graphite, but
have also shown sensitivity to near-ﬁelds at the edges of single
layers of graphene.31 Spectroscopic imaging in the femtosecond
regime with the FEELS techniques has not yet been attempted;
however, it promises to be a powerful technique able to image
the motion of diﬀerent plasmons in nanoparticles. By selecting
only the electrons corresponding to a particular range of loss
energies, plasmons can be followed spatially as they evolve after
the laser pump excitation pulse. The potential applications of
FEELS and the evolution of EELS over half a century can be
found in the insightful perspective by Thomas.32 The
perspective details how the FEELS technique is a competitive
alternative to following ultrafast electronic structures in solids
that until recently was only possible using a synchrotron or
free-electron laser.
While current UEM instrument resolutions are on the
nanometer spatial scale, there is room for improvement to the
temporal resolution. With the ∼100 fs to ∼1 ps resolutions
currently available,1 much of the dynamics of the electronic
motion is lost. As resolution limits are extended to 10 fs or even
1 fs, it will become possible to capture the motion of plasmons
as they are being excited. Ultimately, capturing the movement
of the electrons in materials as they are experiencing forces due
to the electric ﬁeld of the excitation light will allow details of
how light and electrons couple in complicated nanodevices.
■ IMAGING CONFINED LIGHT: THE PINEM CONCEPT
AND TECHNIQUE
Imaging near-ﬁeld enhancements at nanoscale interfaces has
primarily been the domain of optical microscopy, which would
include stochastic optical reconstruction microscopy33
(STORM), near-ﬁeld scanning optical microscopy,34 and
apertureless NSOM35 (ANSOM), to mention a few. While
there are electron microscopy techniques such as cathodolu-
minesence (CL) done in either a SEM,21 STEM,36 or STEM
combined with EELS,37 these techniques rely on electron beam
excitation of the plasmons in the nanostructure. In the former
optical methods, the spatiotemporal resolution cannot reach
that of UEM, and in the latter electron-based excitation, there is
little control over the excitation of the material.
Recently, with the development of 4D UEM, a new method
dubbed photon-induced near-ﬁeld electron microscopy
(PINEM)38 has been realized. In PINEM, a femtosecond
laser pulse directly excites the plasmons in a nanoparticle or at
an interface. During the laser excitation, the near-ﬁeld that
surrounds the interface facilitates the direct coupling of the
imaging electrons with photons in the laser excitation pulse39
(see Figure 7A). The result is that the imaging electrons (with
energies typically on the order of 200 keV) absorb/emit integer
numbers of photons. Unlike traditional EELS, which can detect
the zero loss beam and electrons that have lost energy due to
inelastic collisions, in PINEM, electrons can gain energy by
absorbing photons. The absorption/emission can be detected
by recording EEL spectra of the electron beam (see Figure 7B),
which captures the electrons having absorbed photons or
gaining energy and those electrons emitting photons resulting
in a loss of energy. In the spectra, peaks appear as sidebands to
the zero loss peak spaced by the photon energy of the pump
laser pulse. When an energy ﬁltered image is constructed using
only the energy gained electrons, the excited near-ﬁeld that
surrounds the nanostructure is fully realized.
The PINEM technique has been used to image the near
ﬁelds surrounding metallic nanowires,11,38 carbon nanotubes,38
nanoparticles and their entanglement,40−42 stained cells,43 and
protein vesicles,43 to list a few (see Figure 8). In addition,
PINEM can also be combined with scanning TEM to get point
speciﬁc information on the surrounding near-ﬁeld.40
The PINEM technique, in a similar manner to SUEM, is
useful for the investigation of photonics circuits that are used as
the building blocks for plasmonic devices. In the previous
example, where SUEM could follow a graphene−silicon hybrid
integrated circuit to investigate the ability of a circuit to act as a
local and nonlocal switch for light,20 a PINEM experiment done
on this same device would be able to track the induced near-
ﬁelds, and FEELS could be used to follow the bulk transient
electronic excitations. Combining this dynamical plasmon
information with that captured in the SUEM would give a
detailed picture of how such a device operates, both
electronically and optically.
■ VARIANTS OF PINEM AND THEORY
In addition to imaging the near-ﬁeld surrounding materials of
various composition and shape, the PINEM technique has been
used to study the wave-particle duality of near-ﬁeld light.44 A
recent study was able to simultaneously show the quantization
of the near-ﬁeld and its interference pattern, all in a single
image. In PINEM, the imaging electrons carry all the
information on their interaction with the specimen in their
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spatial and energy distributions. By recording a spectrum, the
energy exchange of individual quanta between the electron and
the photons in the pump laser beam can be captured. This is
Figure 7. PINEM physical description, EEL spectra showing quantized
photon exchange, and energy-space map of Fabry−Perot resonance.
(A) Left frame showing when the electron packet arrives at the
nanotube before the femtosecond laser pulse (t < 0); no
spatiotemporal overlap has yet occurred. Middle frame showing the
precise moment at t = 0 when the electron packet, femtosecond laser
pulse, and evanescent ﬁeld are at maximum overlap at the carbon
nanotube. Right frame shows the process during and immediately after
the interaction (t > 0) when the electron gains/loses energy equal to
integer multiples of femtosecond laser photons. Inset: the possible
ﬁnal energies in the continuum due to the free−free transitions
between the imaging electron and the photons in the femtosecond
laser pulse. KE: kinetic energy. Figure adapted with permission from
ref 38. Copyright 2009 Nature Publishing Group. (B) PINEM electron
energy spectrum obtained at t = 0. The energy is given in reference to
the loss/gain of photon quanta by the electrons with respect to the
zero-loss energy. Figure adapted with permission from ref 38.
Copyright 2009 Nature Publishing Group. (C) The experimentally
obtained energy-space image, taken on a selected section of a
photoexcited nanowire (4.6 mm length, ∼61 nm radius, 800 nm
excitation, ϕ = 0, Δt = 0 ps). The horizontal axis shows the quantized
energy dependence of near-ﬁeld and the vertical axis shows the
interferometric spatial distribution of the SPP ﬁeld. A Gaussian-ﬁtted
ZLP peak was subtracted, and the intensity (electron counts) is
mapped on a logarithmic scale in both the image and the spectrum to
enhance the contrast. Figure adapted with permission from ref 44.
Copyright 2015 Nature Publishing Group.
Figure 8. PINEM of diﬀerent nanostructures. (A) Two images taken
when the E-ﬁeld polarization of the femtosecond laser pulse is parallel
to (left image) and perpendicular to (right image) the long-axis of the
carbon nanotube. Both polarization frames were taken at t = 0, when
the interaction between electrons, photons, and the evanescent ﬁeld is
at a maximum. Figure taken with permission from ref 38. Copyright
2009 Nature Publishing Group. (B) Shown are the near-ﬁelds of a
nanoparticle pair with an edge-to-edge distance of 32 (left) and 47 nm
(right) with false-color mapping. When the separation between the
particles is reduced to 32 or 47 nm, a “channel” is formed between
them, as seen in the left and right panels. The bright ﬁeld images of the
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accomplished by collapsing (or focusing) the spatial pattern
and dispersing the electrons on the detector according to their
energy. This distribution is then displayed as a 1D plot of the
energy spectrum of the electron beam. The same electron
detector can also be used to produce a 2D energy ﬁltered
image, where a slit is used to block out all electrons, except
those that have gained energy. These energy gained electrons
are then used to make a 2D spatial image that is recorded by
the detector. The ﬁltered image gives a map of where on the
specimen photons were absorbed. There is a third possibility,
dubbed energy-space mapping,44 where one axis of the detector
corresponds to the energy of the electrons, and the second axis
corresponds to a single spatial dimension. This is accomplished
by using the energy ﬁlter to focus a single spatial axis (for
example, the x-coordinate) while projecting the y-coordinate
spatial information on the vertical detector axis, see Figure 9. At
the same time, the energy spectrum is dispersed on the
horizontal axis of the detector, which results in an energy-space
map where the detected image contains spectroscopic
information along one axis (horizontal) and spatial information
along the other axis (vertical).
By choosing an appropriately aligned nanowire (with its long
axis oriented parallel to the vertical detector axis), laser excited
Fabry−Perot type resonances can be seen along its length that
show the spatial interference pattern (wave-like behavior of the
near-ﬁeld), see Figure 7C. In the same image, the quantized
photon absorption/emission energy sidebands or the quantized
energy exchanged between the imaging electron and the
quantized near-ﬁeld can also be seen (Figure 7C). This study
shows the reach of 4D UEM to not only expand our
understanding of structural, electronic, and near-ﬁeld dynamics,
but also to probe fundamental quantum problems.
In another study, the interaction that occurs between light
and electrons in PINEM was shown to be a coherent process.45
This was accomplished by following the population of the
sidebands created by electrons emitting/absorbing photons as a
function of the pump laser beam intensity. A signature of the
energy exchange process being coherent is the extinction of the
primary electron beam energy as compared to the sidebands.
This primary electron beam energy extinction cannot be
explained classically. The suppression of the primary beam
energy was previously predicted in two separate theoretical
studies39,46 along with experimental data, showing this behavior
in the PINEM spectra from a silver wire bundle.39 The
coherent behavior of the PINEM mechanism is of fundamental
interest as a method to coherently control electrons in the
microscope through optical means and of practical interest
because it provides an alternate route for the creation of
attosecond electron pulses.39,45,49,48
■ DISCUSSION AND OUTLOOKS
Attosecond Electron Microscopy. While attosecond time
resolution in UEM has not yet been achieved experimentally,
there have been several reports outlining new methods for
pushing the resolution limits.47,48 Few-femtosecond phase
stabilized lasers are now commercially available, but the main
hurdle in improving the temporal resolution of UEM is to
decrease the duration of the electron pulse below the hundreds
of femtosecond regime. Even in the single-electron regime,
where space charge is minimalized or absent, electron pulse
dispersion is still present. Several methods have been proposed
to manipulate the electron pulses in a UEM to further push the
resolution limits of the microscope and correct for the
dispersion. One well-known technique is that of microwave
compression49 of electron pulses, which has recently been
applied in femtosecond electron diﬀraction setups.50
A more promising method for compression directly to the
attosecond domain involves the creation of “temporal lenses”
made by ultrashort laser pulses.47,48 The technique relies on the
ponderomotive force (or ponderomotive potential) that
inﬂuences electrons when they encounter an intense electro-
magnetic ﬁeld. To create trains of attosecond electron pulses,
appropriate optical intensity patterns have to be synchronized
with the electron pulse. This is done by using counter
propagating laser pulses to create a standing optical wave that
must be both spatially and temporally overlapped with the
femtosecond electron pulse to get the desired compression. To
make the standing wave in the rest frame of the electron pulse,
the two counter propagating electromagnetic waves must have
diﬀerent frequencies47 or be angled appropriately;48 see Figure
10. The standing wave that appears in the rest frame of the
traveling electron pulse introduces a series of high and low
intensity regions, and in this periodic potential each of the
individual ponderomotive potential “wells” cause a compression
of the local portion of the electron pulse that encounters it.48
After interaction with the optical potential well, the electrons
that have encountered steep intensity gradients get sped up or
Figure 8. continued
nanoparticle pairs (obtained in UEM) are shown in the inset at the
bottom right of each of the left right panels; PINEM images are
displayed at a higher magniﬁcation than the bright-ﬁeld UEM images
in order to emphasize the near-ﬁelds surrounding the particles. The
false-color bars are shown at the bottom left of each panel; white
indicates the lowest intensity and red the highest. Polarization of the
exciting laser ﬁeld is at 45° counterclockwise for both panels. Figure
taken with permission from ref 42. Copyright 2012 American
Chemical Society. (C) Bright-ﬁeld TEM and PINEM images of a
whole unstained and unﬁxed E. coli cell. Both images were obtained at
a magniﬁcation of 19000×. The PINEM image was ﬁltered for noise
removal (scale bars: 500 nm). The ﬁgure is taken with permission
from ref 43. Copyright 2010 National Academy of Sciences. (D)
Comparison of PINEM data and TEM bright-ﬁeld data for the same
area. (Upper) Images: The graphite specimen is bounded on the right
by a copper grid bar. The dotted line boxes indicate the image area
from which the proﬁles below were extracted. (Lower) Average image
intensity proﬁles of the boxed area in the images. Intensities were
averaged over the 10 pixel width of the boxes. The scale bar at lower
right applies to the entire panel D. Figure 8D is, with permission, from
ref 74. Copyright 2013 National Academy of Sciences.
Figure 9. Energy-space imaging in PINEM. (A) Bright ﬁeld image of a
TEM grid. (B) The same TEM grid as imaged with GATAN
spectrometer, while unfocused in the x-direction. (C) Figure showing
the same grid when focused in spectroscopy mode. The vertical or y-
direction still shows the horizontal grid bars after focusing in the x-
direction. While the electrons are focused in the x-direction, the
electrons are dispersed according to energy on the horizontal detector
axis. Data were obtained by Luca Piazza.
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slowed down, depending on their position in the potential.
After additional propagation, the electron pulse self-compresses
into a train of attosecond pulses, with the pulse train spacing
equal to the periodicity of the optical standing wave. By placing
the compression potential at an appropriate distance before the
specimen, the pulse will be maximally compressed when
encountering the system under study.
A UEM equipped with this optical electron compression
device would be able to deliver the train of attosecond electron
pulses onto a nanostructured specimen. When a phase-
stabilized femtosecond laser pulse that has a wavelength
matched to the periodicity of the attosecond electron pulse is
used to pump the specimen, it will be possible to follow
subcycle dynamics in a variety of materials.48 The relative delay
between the probe attosecond electron pulse train and the
phase-stabilized pump laser pulse can be precisely controlled by
using refractive optical elements, such as glass wedges to
control the relative phase between the electron and laser
pulses.47 It might also be possible to use attosecond UV
pulses,51 which are created through high harmonic generation,
to pump the electron dynamics in the specimen. With control
in the attosecond time domain, it will become possible to
examine the dynamics of bulk electronic and surface near-ﬁelds
in arbitrary nanophotonic specimens on the time scales of
excitation and decay at the interfaces. However, the tens of eV
energy width of the pump process must be considered, as
dictated by the uncertainty principle, for the probing of the
dynamics.
Electron Vortex Beams in UEM. Recently, there has been
much interest in both optical and electron vortex beams, due to
their unique properties, which allow them to carry orbital
angular momentum (OAM). In optical beams, the ability to
carry OAM has led to proposals to vastly increased bandwidth
in optical communications52 and lead to faster communications
using telecommunications optics. OAM optical beams with
their additional quantum number, m, enable more information
to be carried, due to the additional degree of freedom. To
implement these optical beams in communication setups, nano-
optical devices capable of coupling this light to electronics need
to be developed.
UEM with PINEM could provide a unique insight into how
such nano-optical devices operate on the ultrafast time scale. By
excitation of these devices with an optical pump pulse
containing OAM, the response of the plasmonic circuit can
be followed. This would bring a better understanding about
how “twisted” light can be both detected and emitted in a
nanoplasmonic circuit.
Conversely, by combining electron beams carrying OAM
with UEM will provide increased sensitivity when measuring
the dynamics of magnetic structures53 and chiral plasmonic
structures.54 By examining the electron energy spectra as a
function of the electron beam OAM, recent demonstration
experiments55 have shown the ability of vortex electron beams
to study chiral structures in transmission electron microscopes.
It has been predicted54 and experimentally conﬁrmed55,56 that
EEL spectra should show large dichroism with respect to the
OAM carried by the imaging electron beam for structures with
a diﬀerent chirality. The dichroic coupling between electron
beams carrying left- and right-handed OAM with materials is
caused by a combination of structural dimensions, orientation
and the plasmons that have been excited. This dichroic
coupling leads to large asymmetries between EEL spectra taken
using the left and right electron beams, and when combined
with PINEM or FEELS in a 4D UEM, the dynamics of the
coupling of OAM light to nanomaterials will be revealed. To
carry out these studies, an electron vortex beam has to be
created with an ultrashort duration. One recent study suggested
the use of Kapitza−Dirac scattering of electrons with photons
carrying OAM, to produce beams with arbitrary amounts of
OAM and durations in the femtosecond regime.57
PINEM for Biological Imaging and Dynamical Imaging
of Biophotonic Structures. Typically, electron microscopy of
biological material is done using phase-contrast imaging of
cryo-specimens.58 While this technique is extremely powerful, it
has strict requirements for the coherence of the electron beam,
it requires the use of cryo-microscopy stages, and it requires
some thousands of images to be captured to reconstruct the
original biomaterial structure. PINEM imaging, which uses only
the electrons that have absorbed photons to create an energy
ﬁltered image, is a completely diﬀerent contrast mechanism
from that of “phase” contrast imaging. For phase contrast, high
coherence is needed because the image projected on the
microscope detector is actually an interference pattern between
the part of the electron wave that has scattered from the
specimen and the unscattered portion of the wave.59 In
PINEM, the image is not made through electron interference,
but instead is made by simply selecting electrons that have
gained energy through photon absorption.38 This PINEM
contrast has already been shown to work with protein vesicles
and stained cells,43 and the resolution is determined by the
coherence length of the near-ﬁeld.39 By combining PINEM
with liquid ﬂow cell specimen holders,60 biomolecules that have
been tagged with nanoparticles,61 which interact strongly with
the pump light, may provide a method for dynamical imaging of
live cells in real time.
UEM may also be useful in the characterization of a variety of
biosensors, including those based on photonic waveguides62
and those that use surface plasmon resonances63 (SPR) to
increase chemical sensitivity. These biosensors are routinely
used to help identify certain biomaterials that are associated
with speciﬁc diseases.64 These devices are commercially viable;
Figure 10. Schemes for creating and measuring attosecond com-
pressed electron packets. To measure the duration of the attosecond
pulses, a second copropagating standing wave is made to coincide with
the electron pulse at the focal position. Instead of using a temporal
delay, a phase shift, Δφ, is introduced into one of the laser pulses that
creates the probing standing wave. By varying this phase shift, the
nodes of the standing wave shift position. The average electron energy
can thus be plotted vs this phase shift. As the electron pulses become
shorter than the period of the standing wave the change in the average
energy will increase. To use the attosecond electron pulse train as a
probing beam in a UEM, the specimen would need to positioned
where the second standing wave appears in the ﬁgure. Figure taken
with permission from ref 48. Copyright 2009 National Academy of
Sciences.
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with one example being those used in the measurement of
blood glucose levels.65 Current sensors are based on optical
detection and use the SPRs to increase signal or to mark
particular biomaterials for detection.
To make these biosensors more useful, they have to be
miniaturized and contained in a small electronic “chip”.66
Ultimately more biosensors should be included in smaller
volumes for ease of use in the clinical setting. With UEM, these
chips that rely heavily on SPR, can be characterized with
PINEM. Typically, numerical simulations are relied on to
predict the behavior of the SPRs and how they interact with
molecules,67 but experimental visualization of the near-ﬁelds
and their dynamics will aid in optimization of the eﬃciency and
control of the biosensor.
PINEM and the New Advances. Future advances in 4D
electron microscopy and, in particular, the ability of this
developing technique to follow optical excitations at the
nanoscale depends heavily on the electron source. To gain
better temporal resolution, increased spatial resolution, and
decreased image acquisition times, brighter pulsed electron
sources are needed. There are several techniques that hold the
promise of creating shorter electron pulses while also providing
increased brightness. The ﬁrst of these that has already been
implemented relies on photo-assisted ﬁeld emission,17,45 which
greatly increases the sources brightness due to their nanoscale
emission site sizes and, in principle, can emit electron pulses
with attosecond durations.68,69 Another very promising
technique is to create ultrashort electron pulses from ﬁeld
emission tips through surface plasmon excitation.70 In this
source, the tip apex is not directly hit by the excitation laser
pulse, but instead, laser-induced plasmons are focused toward
the tip apex, causing electron emission. This technique avoids
direct excitation of the tip while still producing ultrashort
electron pulses and will ﬁnd applications in both conventional
TEM-based UEMs and has been demonstrated in a point
projection low energy UEM.70
A recently developed,71 ultrafast, multiple-cathode source has
been used to enable multiple images of the same microscopic
dynamic process to be captured. This source allows both
reversible and irreversible processes to be followed by creating
multiple electron pulses with the same cathode excitation laser
beam. Because the separate cathodes are spatially separated, the
image (or diﬀraction) patterns they create appear spatially
separated on the detector. The spatial separation of the
cathodes also creates a temporal delay between the electron
pulses if one cathode is placed behind the other. In principle,
this source enables snapshots of dynamics to be captured of
irreversible ultrafast phenomena and will also be useful in
studies involving reversible nano-optical dynamics.
Very recently at Caltech, we have developed a new variant of
PINEM, which constitutes a breakthrough in electron pulse
imaging. In all of the above experiments conducted in 4D
electron microscopy only one optical pulse is used to initiate
the change in the nanostructure.
In a recent report,75 we have used two optical pulses for the
excitation and one electron pulse for probing. The result of this
pulse sequence led to the concept of “photon gating” of
electron pulses as shown in Figure 11, resulting in an electron
pulse width limited only by its optical gate pulse width. A
picosecond electron pulse can now be reduced to the
femtosecond optical pulse width of the excitation. This is a
very important advance with the potential for many
applications in materials visualized in space and time.
■ CONCLUSION
Ultimately near-ﬁelds and dynamics of the electron carriers in
materials cannot be decoupled. Being able to image them both
with 4D UEM makes it the tool of choice for nanophotonics
and plasmonics; their ultrafast dynamics are ideal for
stroboscopic imaging with the single-electron concept being
invoked. With the capability of SUEM and low-energy UEM to
follow the surface electric ﬁeld, PINEM to exchange quantized
numbers of photons with the coupled near-ﬁeld, and FEELS to
image the bulk and surface electronic structure, a complete
picture of the underlying dynamics can be captured in a wide
variety of photonic systems. This is besides the powerful
structural dynamics, and the variant techniques of tomography,
convergent-beam imaging, single particle, and core-atom
detection, which has already been realized in 4D UEM.1−3
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